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MIG/MAG & MMA WELDING MACHINEPRACTIC

Duty Cycle (%)

Electrode(mm)

Insulation Class

Protection Degree(IP)

Dimension(mm)

Weight (Kg)

Main Voltage(AC)V

Frequency(Hz)

Input Capacity (KVA)

No Load Voltage(V)

Welding Current (A)

Model

60

0.8-1.2

F

IP21S

600×300×650

27

1PH 220

50/60

7.3

50

50-250

PRACTIC-250

60

0.8-1.6

F

IP21S

630×330×640

36

3PH 380

50/60

15

50

50-350

PRACTIC-350

60

1.2-1.6

F

IP21S

630×330×640

37

3PH 380

50/60

24.3

50

50-500

PRACTIC-500

- Compact, lightweight & ease of operation

- This machine holds the 15 kg wire roll
- Integrated circuit boards providing versatility and ensuring
  space for more components for operation protection
- Better output control and reducing the current on each
   component, hence extending its lifetime.
- Incorporated wheels for easier mobility
- Five high capacity 680 µF capacitors providing

- Suitable for MIG/MAG and MMA applications
- with an internal support structure preventing
   internal parts damage if impacted

1
PHASE

50/
60Hz MMADC3

PHASE MIG

TECHNICAL DATA

Accessories:

IGBT 680 µF


