
Electric Start and WheelsDW-G6500-10000

Dimensions (L×W×H)

Also available with LPG attached

Net Weight

Noise Level

Lube. Oil Capacity

Fuel Tank Capacity

Continuous operating Time

Starting System

Displacement

Max. A.C Output

Voltage

Engine Model

Engine Type

Ignition System

Model

715×550×580mm

DW-G6500-LPG DW-G8000-LPG DW-G9000-LPG DW-G10000-LPG

82kg

74db

1.1L

25L

16h

Recoil/Electric

389cc

5.0KW/5.5KW

A.C Frequency 50/60Hz

220V/(120/140)V

LT188F/13.0HP

715×550×580mm

85kg

76db

1.1L

25L

13h

420cc

6.0KW/6.5KW

50/60Hz

220V/(120/140)V

LT190F/15.0HP

715×550×580mm

87kg

78db

1.1L

25L

11h

439cc

7.0KW/7.5KW

50/60Hz

220V/(120/140)V

LT192FA/16.0HP

715×550×580mm

89kg

80db

1.1L

25L

10h

459cc

8.0KW/8.3KW

50/60Hz

220V/(120/140)V

LT192FB/17.0HP

Air Cooling; 4-stroke; single cylinder

Transistor magneto

DW-G6500 DW-G8000 DW-G9000 DW-G10000

TECHNICAL DATA

Heavy duty wheels
for easy portability

The Name You Can Trust
9

GASOLINE GENERATOR

Electric Start

Air cool
engine

4
strok

Fuel Tank

For portability
and storage

Manual
Start

SINGLE
CYLINDER


